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GP-2 Field Monitoring Values
South Dayton Dump and Landfill Site
Moraine, Ohio

Sample PID Ambient Summary of | Barometric Water Levels

Loca’t)ion' Date: Time (ppm) 0,(%) C€CO,(%) CHM¥ (%) LEL(%) |Temperature| Recent Pressure (ft BTOR)
: pp F) Precipitation (hPa)

GP-2 (12" without filter 1354 - 41 106 00 0

GP-2 (12') with filter - - 56 9.1 0.0 0

GP-2 (16") without filter 11/9/2012 - 2.0 1.6 0.0 0 30s - 40s none

GP-2 (16" with filter - 46 10.0 0.0 0

GP-2 (12') without filter 1504 00 24 108 00 0

GP-2 (12') with filter - 00 23 103 0.0 0

GP-2 (16") without filter 152012 | 4509 00 1.0 1.8 0.0 0 30s - 40s none

GP-2 (16)) with filter - 00 09 1.4 0.0 0

GP-2 (12') without filter 1435 00 22 13 0.0 0

GP-2 (12') with filter - 00 21 11.0 0.0 0

GP-2 (16") without filter 202012 | 1440 00 09 12.1 0.0 0 S0s Trace

GP-2 (16") with filter - 00 08 11.9 0.0 0

GP-2 (12)) without filter 1353 00 43 1.0 0.0 0

GP-2 (12') with filter - 00 47 1.2 0.0 0

GP-2 (16") without filter 292012 | 1958 00 21 12.1 0.0 0 40s - 50s none

GP-2 (16") with filter 1358 00 2.0 11.9 0.0 0

GP-2 (12') without filter 1603 00 66 96 0.0 0

GP-2 (12') with filter - 00 67 85 0.0 0 rainy (~0.3

GP-2 (16") without filter 1242012 | 508 - 6.1 103 0.0 0 S0s inches)

GP-2 (16)) with filter - - 6.4 9.2 0.0 0

GP-2 (12)) without filter 1344 00 66 97 00 0

GP-2 (12') with filter - 00 69 93 01U 2U

GP-2 (16" without filter 12132012 | 1359 00 37 1.8 0.0 0 40s none

GP-2 (16)) with filter - 00 41 10.2 01U 2U

GP-2 (12') without filter 1330 00 82 92 0.0 0

GP-2 (12') with filter - 00 8.1 89 0.0 U

GP-2 (16') without filter 12/18/2012 - 00 58 10.8 0.0 0 40s none

GP-2 (16") with filter - 00 57 10.4 0.0 41

GP-2 (12)) without filter 1534 00 199 26 00 00

GP-2 (12') with filter 1534 00 186 22 0.0 0.0

GP-2 (16") without filter 1242013 | 4540 00 153 7.7 0.0 0.0 20s none

GP-2 (16") with filter 1540 00 169 1.6 0.0 0.0

GP-2 (12') without filter 1350 00 175 50 0.0 0.0

GP-2 (12') with filter 13:50 00  17.1 42 0.0 0.0 )

GP-2 (16') without filter V2013 | aes 00 168 50 0.0 0.0 10s-20s none

GP-2 (16)) with filter 13:55 00 172 34 0.0 0.0

GP-2 (12') without filter 1514 00 154 54 0.0 0.0

GP-2 (12') with filter 1514 00 160 35 0.0 0.0 )

GP-2 (16" without filter 2772013 1547 00 150 6.4 0.0 0.0 20s-30s none

GP-2 (16" with filter 1517 00 153 45 0.0 0.0

GP-2 (12') without filter 1230 01 92 88 00 0.0

GP-2 (12') with filter 1230 01 97 8.4 0.0 0.0 )

GP-2 (16') without filter 21272013 |\ 45 00 75 9.1 0.0 0.0 30s - 40s none

GP-2 (16) with filter 1245 00 69 8.2 0.0 0.0
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Table 1 Page 2 of 8

GP-2 Field Monitoring Values
South Dayton Dump and Landfill Site
Moraine, Ohio

Sample PID Ambient Summary of | Barometric Water Levels

Location: Date: Time (ppm) 0,(%) C€CO,(%) CHM¥ (%) LEL(%) |Temperature| Recent Pressure (ft BTOR)
: pp F) Precipitation (hPa)

GP-2 (12" without filter 13.45 00 88 85 00 0.0

GP-2 (12') with filter 1345 00 91 8.0 0.0 0.0

GP-2 (16" without filter 22112013 | 1350 00 69 7.0 0.0 0.0 20s trace

GP-2 (16" with filter 13:50 00 7.0 6.7 0.0 0.0

GP-2 (12') without filter 12:45 00 158 29 00 00

GP-2 (12') with filter 1245 00 158 5.1 0.0 0.0 ) L

GP-2 (16") without filter 2282013 | 1549 00 136 6.2 0.0 0.0 30s - 40s Tinch

GP-2 (16)) with filter 1249 00 135 6.2 0.0 0.0

GP-2 3/7/2013 Inaccessible due to snow cover from road plow activity 30s None

GP-2 (12)) without filter 1345 00 162 73 00 0.0

GP-2 (12') with filter 1345 00  16.1 44 0.0 0.0 )

GP-2 (16') without filter 013 | 3s3 00 139 6.1 0.0 0.0 205 - 40s None

GP-2 (16) with filter 13:53 00 139 6.2 0.0 0.0

GP-2 (12)) without filter 1220 00 159 38 0.0 0.0

GP-2 (12') with filter 1220 00 159 39 0.0 0.0 )

GP-2 (16" without filter 3212013 | 1596 00 142 57 0.0 0.0 20s - 30s Trace

GP-2 (16" with filter 1226 00 141 59 0.0 0.0

GP-2 (12" without filter 1210 00 146 6.1 0.0 0.0

GP-2 (12') with filter 1210 00  14.4 63 0.0 0.0 )

GP-2 (16') without filter 282013 | o5 00 129 7.4 0.0 0.0 30s - 40s None

GP-2 (16" with filter 1215 00 129 7.5 0.0 0.0

GP-2 (12') without filter 1404 00 157 52 00 0.0

GP-2 (12') with filter 1404 00 156 5.1 0.0 0.0 )

GP-2 (16') without filter 4412013 1411 00 138 6.0 0.0 0.0 30s - 50s None

GP-2 (16)) with filter 1411 00 138 6.1 0.0 0.0

GP-2 (12') without filter 1356 00 139 52 00 0.0

GP-2 (12') with filter 13:56 00 1338 55 0.0 0.0

GP-2 (16') without filter 41612013 1403 00 122 59 0.0 0.0 50s - 80s None

GP-2 (16) with filter 1403 00 122 6.0 0.0 0.0

GP-2 (12') without filter 1348 00 147 6.1 0.0 0.0

GP-2 (12') with filter 1348 00 147 6.0 0.0 0.0 )

GP-2 (16" without filter 182013 | s 00 132 7.4 0.0 0.0 60s - 80s None

GP-2 (16)) with filter 1354 00 133 7.2 0.0 0.0

GP-2 (12" without filter 1445 00 163 38 0.0 0.0

GP-2 (12') with filter 14:45 00 1638 0.8 0.0 0.0 )

GP-2 (16') without filter V232013 | 144s 00 159 42 0.0 0.0 50s - 60s None

GP-2 (16" with filter 1448 00 163 29 0.0 0.0

GP-2 (12') without filter 1445 00 168 34 00 0.0

GP-2 (12') with filter 14:45 00  17.0 09 0.0 0.0 )

GP-2 (16') without filter 43072013 | 1450 00 163 39 0.0 0.0 40s - 70s None

GP-2 (16)) with filter 1450 00 167 1.6 0.0 0.0

GP-2 (12)) without filter 1441 00 148 33 00 00

GP-2 (12') with filter 1441 00 149 09 0.0 0.0 )

GP-2 (16') without filter 5/6/2013 1445 00  14.1 38 0.0 0.0 50s - 70s None

GP-2 (16) with filter 1445 00 145 1.5 0.0 0.0
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GP-2 Field Monitoring Values
South Dayton Dump and Landfill Site
Moraine, Ohio

Sample PID Ambient Summary of | Barometric Water Levels

Location: Date: Time (ppm) 0,(%) C€CO,(%) CHM¥ (%) LEL(%) |Temperature| Recent Pressure (ft BTOR)
: pp F) Precipitation (hPa)

GP-2 (12) without filter 1325 00 153 21 00 00

GP-2 (12') with filter 1325 00 153 40 0.0 0.0 ) L

GP-2 (16" without filter 5162013 | 133 00 130 48 0.0 0.0 40s - 80s Tinch

GP-2 (16") with filter 13:32 00 13.9 48 0.0 0.0

GP-2 (12) without filter 1529 00  13.7 38 0.0 0.0

GP-2 (12°) with filter 1529 00  13.8 32 0.0 0.0 ) s

GP-2 (16") without filter S212013 | 453 00 127 45 0.0 0.0 40s - 80s 0.2 inch

GP-2 (16) with filter 15:32 00 12.8 3.0 0.0 0.0

GP-2 (12) without filter 1320 00 158 38 0.0 0.0

GP-2 (12') with filter 1320 00 158 3.9 0.0 0.0 i

GP-2 (16') without filter 53072013 | 4395 00 134 5.1 0.0 0.0 50s - 80s 1:3 inch

GP-2 (16') with filter 1325 00 13.0 53 0.0 0.0

GP-2 (12') without filter 1450 00 163 46 0.0 0.0

GP-2 (12') with filter 1450 00 162 49 0.0 0.0 .

GP-2 (16" without filter 6/6/2013 1500 00 147 6.0 0.0 0.0 60s 0.28 inch

GP-2 (16") with filter 15:00 00 14.7 6.2 0.0 0.0

GP-2 (12) without filter 16:05 00 82 54 0.0 0.0

GP-2 (12') with filter 16:05 00 7.5 54 0.0 0.0 ) .

GP-2 (16" without filter 6132013 | 4g0 - 52 6.6 0.0 0.0 60s-80s | 1.55inch

GP-2 (16") with filter 16:10 - 5.1 6.4 0.0 0.0

GP-2 (12) without filter - 00 80 6.1 0.0 0.0

GP-2 (12') with filter - 00 83 59 0.0 0.0 )

GP-2 (16" without filter 6/2012013 - - 53 65 0.0 0.0 50s - 80s None

GP-2 (16) with filter - - 56 6.0 0.0 0.0

GP-2 (12) without filter 1406 06 159 15 0.0 0.0

GP-2 (12') with filter 14:06 06 163 02 0.0 0.0 )

GP-2 (16') without filter 621/2013 | 1411 436 37 26 16 30 70s - 80s Trace

GP-2 (16) with filter 1411 436 2.1 36 1.0 20

GP-2 (12) without filter 1318 235 6.9 49 14 28

GP-2 (12') with filter 13118 235 75 34 0.7 13 )

GP-2 (16") without filter 7/3/2013 1322 596 19 7.1 58 >100 60s - 80s Trace

GP-2 (16") with filter 1322 596 16 6.9 1.8 36

GP-2 (12) without filter 14:45 404 40 65 85 >100

GP-2 (12') with filter 14:45 404 40 49 34 68 )

GP-2 (16" without filter Iz |45 ss6 46 6.2 1.2 >100 60s - 70s None

GP-2 (16") with filter 14:51 556 3.9 5.0 2.2 44

GP-2 (12) without filter 1435 204 17.7 12 05 10

GP-2 (12") with filter 14:35 204 7.7 1.0 0.2 5 )

GP-2 (16" without filter 82013 4 a4z 10 7.4 5.4 >100 70s-90s None

GP-2 (16") with filter 1441 443 47 1.8 1.8 36

GP-2 (12) without filter 1415 38.7 4.8 65 38 75

GP-2 (12) with filter 1415 387 47 6.1 3.0 60 )

GP-2 (16") without filter 722013 1 4400 483 44 79 40 80 50s - 70s None

GP-2 (16') with filter 14:20 483 42 8.3 33 65

GP-2 (12) without filter 14:00 835 8.1 53 14 28

GP-2 (12') with filter 14:00 835 62 49 1.1 21 )

GP-2 (16" without filter 8172013 14:05 898 4.1 73 2.8 55 60s - 80s None

GP-2 (16') with filter 14:05  89.8 3.1 7.2 1.8 35
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Table 1

GP-2 Field Monitoring Values
South Dayton Dump and Landfill Site
Moraine, Ohio

Sample PID Ambient Summary of | Barometric Water Levels
Location: Date: Time (ppm) 0,(%) C€CO,(%) CHM¥ (%) LEL(%) |Temperature| Recent Pressure (ft BTOR)
: pp F) Precipitation (hPa)
GP-2 (12) without filter 1406 105 3.9 76 13 27
GP-2 (12') with filter 14:06 105 3.7 59 1.0 21 )
GP-2 (16" without filter 8/6/2013 1410 316 43 7.4 25 51 60s - 80s None
GP-2 (16") with filter 1410 316 3.1 6.1 1.7 34
GP-2 (12) without filter 1335 166 7.9 31 2.0 20
GP-2 (12°) with filter 13:35 166 7.7 33 16 32 )
GP-2 (16") without filter 8152013 | 1340 206 15 6.2 2.2 44 40s - 70s None
GP-2 (16) with filter 13:40 206 1.4 75 2.0 40
GP-2 (12) without filter 1441 339 32 8.0 23 a7
GP-2 (12') with filter 14:41 339 32 8.4 2.0 41 Trace
GP-2 (16') without filter 82202013 | 1445 550 18 85 43 87 60s-80s | 0 06in)
GP-2 (16') with filter 14:45 550 16 83 2.0 41
GP-2 (12') without filter 1421 228 25 8.4 3.7 74
GP-2 (12') with filter 1421 228 26 89 1.9 39 )
GP-2 (16" without filter 8212013 | 406 395 23 8.7 7.9 »>100 70s - 80s None
GP-2 (16") with filter 14:26 395 22 9.0 6.4 >100
GP-2 (12) without filter N 313 22 87 70 >100
GP-2 (12') with filter y 313 23 6.9 30 58 )
GP-2 (16" without filter 9/5/2013 . 390 341 83 8.4 *100 50s - 80s None
GP-2 (16") with filter - 390 37 65 2.3 56
GP-2 9/12/2013 Inaccessible due to high water/flood conditions 60s - 80s 0.29 inches
GP-2 (12) without filter 247 26 8.7 32 65
GP-2 (12') with filter 247 2. 8.1 18 34 ) . )
GP-2 (16") without filter 912012013 404 14 96 7.0 >100 60s-80s | 06inches | 1009 -1013
GP-2 (16) with filter 404 15 8.9 2.1 42
GP-2 (12) without filter 1427 557 1.8 96 36 71
GP-2 (12') with filter 1427 557 1.9 9.2 33 67
GP-2 (16') without filter 9242013 |\ 1433 e84 15 10.0 43 86 40s - 70s None 1016 - 1018
GP-2 (16) with filter 14:33 684 16 10.6 3.9 78
GP-2 (12') without filter 13:27 09 6.8 72 1.3 25
GP-2 (12') with filter 1327 09 69 58 1.1 17 ) . )
GP-2 (16" without filter 10872013 | 1355 536 36 8.9 2.2 44 60s-70s | 0.27inches | 1015-1022
GP-2 (16') with filter 13:35 536 3.3 7.5 1.4 27
GP-2 (12) without filter 13:41 186 0.7 10.3 19 38
GP-2 (12') with filter 13:41 186 05 10.2 13 27 ) )
GP-2 (16') without filter 10102013 | 1247 226 09 10.3 19 39 40s - 70s None 1020 - 1022
GP-2 (16") with filter 13:47 226 1.7 9.0 1.2 25
GP-2 (12) without filter 1446 228 1.2 105 14 28 MW-7: 18.56
GP-2 (12') with filter 1446 228 75 6.8 08 16 ) . ) MW-8: 18.70
GP-2 (16') without filter 101772013 | 1450 231 13 10.6 15 29 40s-50s | O.Tinches | 1011-1014 |\ 1750 31
GP-2 (16') with filter 14:50 231 15 10.1 1.2 23 MW-12: 20.39
GP-2 (12) without filter 1342 00 15 10.9 0.0 0 MW-7: 18:69
GP-2 (12') with filter 1342 00 16 10.2 0.0 0 ) Trace ) MW-8: 18.83
GP-2 (16) without filter 100242013 1 1347 56 46 96 0.0 0 30s-40s | g02inches) | 10151925 | \w-11: 20,66
GP-2 (16') with filter 1347 56 49 8.6 0.0 0 MW-12: 20.44
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GP-2 Field Monitoring Values
South Dayton Dump and Landfill Site
Moraine, Ohio

Sample PID Ambient Summary of | Barometric Water Levels
Location: Date: Time (ppm) 0,(%) C€CO,(%) CHM¥ (%) LEL(%) |Temperature| Recent Pressure (ft BTOR)
: pp F) Precipitation (hPa)

GP-2 (12) without filter 15:07 00 63 82 00 0 MW-7: 18.71
GP-2 (12') with filter 15:07 00 6.4 73 0.0 0 . ) MW-8: 18.87
GP-2 (16" without filter 10312013 | 4543 14 6.4 83 0.0 0 60s 1:28inches | 1000-1010 |\ 7n/ 14. 20 60
GP-2 (16") with filter 1513 11 6.7 7.5 0.0 0 MW-12: 20.47
GP-2 (12) without filter 13:45 00 46 95 0.0 0 MW-7: 18.43
GP-2 (12°) with filter 1345 00 4.1 7.9 0.0 0 Trace ) MW-8: 18,57
GP-2 (16) without filter TW2013 | 4351 00 26 10.7 0.0 0 40s ©04inches) | 19201025 1yanq1. 20,28
GP-2 (16) with filter 1351 00 2.6 10.2 0.0 0 MW-12: 20.13
GP-2 (12) without filter 1332 00 58 95 0.0 0 MW-7: 18.28
GP-2 (12') with filter 1332 00 62 86 0.0 0 ) Trace ) MW-8: 18.37
GP-2 (16') without filter WA2/2013 1 4338 00 54 96 0.0 0 20s-30s | 505inches) | 10301936 | \ai11: 20,02
GP-2 (16') with filter 13:38 00 53 8.6 0.0 0 MW-12: 19.86
GP-2 (12') without filter 1410 00 45 10.1 0.0 0 MW-7: 1827
GP-2 (12') with filter 1410 00 50 83 0.0 0 ) ) MW-8: 18.40
GP-2 (16" without filter M202013 | 1445 00 35 10.4 0.0 0 20s - 40s None 1023-1026 |\ \niq1: 20,24
GP-2 (16") with filter 1415 00 4.0 9.8 0.0 0 MW-12: 20.02
GP-2 (12) without filter 1435 00 3.4 10.4 0.1 1 MW-7: 18.10
GP-2 (12') with filter 1435 00 3.4 95 0.0 0 Trace ) MW-8: 18.25
GP-2 (16') without filter 1282013 | 1430 00 33 10.7 0.1 1 30s ©01inches) | 1913 = 1919 1 \aniq1: 20,07
GP-2 (16") with filter 14:39 00 3.3 10.6 0.1 1 MW-12:19.85
GP-2 (12) without filter 14:44 00 65 97 0.0 0 MW-7: 18:38
GP-2 (12') with filter 14:44 00 66 8.7 0.0 0 ) . ) MW-8: 18.52
GP-2 (16" without filter 1252013 | q44e 00 73 9.1 0.0 0 30s-40s | 0.07inches | 1013-1016 |\ 1y 140035
GP-2 (16) with filter 1449 00 7.4 8.3 0.0 0 MW-12: 20.13
GP-2 (12) without filter 15:45 00 9.9 85 0.0 0 MW-7: 18.45
GP-2 (12') with filter 1545 00 9.7 83 0.0 0 ) ) MW-8: 18.60
GP-2 (16') without filter 121212013 1 4549 00 73 10.4 0.0 0 15-20 Nene 1030-1036 | w11 20.42
GP-2 (16) with filter 15:49 00 6.9 9.8 0.0 0 MW-12: 20.20
GP-2 (12) without filter 1443 00 1038 7.8 0.0 0 MW-7: 18.39
GP-2 (12') with filter 14:48 00 110 6.8 0.0 0 ) ) MW-8: 18.54
GP-2 (16") without filter 12192013 1 4451 00 9.0 89 0.0 0 30s - 40s None 10161018 | \y-11: 20,37
GP-2 (16") with filter 1451 00 96 7.9 0.0 0 MW-12: 20.21
GP-2 (12) without filter 11:20 00 8.1 79 0.0 0 MW-7: 15.63
GP-2 (12') with filter 1120 00 8.1 6.9 00 0 ) Trace ) MW-8: 15.72
GP-2 (16') without filter 12232013 | 457 00 58 10.4 0.0 0 205-30s | 902inches) | 19261929 |y 11: 17.45
GP-2 (16") with filter 1127 00 7.6 8.7 0.0 0 MW-12: 17.32
GP-2 (12) without filter 1620 00 215 01 0.0 0 MW-7: 15.24
GP-2 (12") with filter 16:20 00 182 03 0.0 0 ) . ) MW-8: 15.39
GP-2 (16" without filter 1212014 1624 00  21.4 03 0.0 0 20s-30s | SAGinches | 1012-1026 |1y 11,4721
GP-2 (16") with filter 16:24 00 215 03 0.0 0 MW-12: 16.98
GP-2 (12) without filter 14:40 00 138 6.6 0.0 0 MW-7: 1517
GP-2 (12) with filter 14:40 00 140 6.0 0.0 0 ) . ) MW-8: 15.28
GP-2 (16") without filter 1/912014 1445 00  12.0 8.2 0.0 0 20s-30s | 1.5Sinches | 1026-1035 | 0n 194711
GP-2 (16') with filter 14:45 00 13.1 6.7 0.0 0 MW-12: 16.98
GP-2 (12) without filter 13:00 00 1338 6.1 0.0 0 MW-7: 15.93
GP-2 (12') with filter 13:00 00 139 38 0.0 0 ) . ) MW-8: 16.06
GP-2 (16" without filter 11822014 1 4357 00 129 72 0.0 0 20s-30s | 0.97inches | 1008-1019 | nn 14 47.90
GP-2 (16') with filter 13:07 00 132 4.1 0.0 0 MW-12: 17.71
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GP-2 Field Monitoring Values
South Dayton Dump and Landfill Site
Moraine, Ohio

Sample PID Ambient Summary of | Barometric Water Levels
Location: Date: Time (ppm) 0,(%) C€CO,(%) CHM¥ (%) LEL(%) |Temperature| Recent Pressure (ft BTOR)
: pp F) Precipitation (hPa)

GP-2 (12) without filter 13.00 00 168 51 00 0 MW-7: 15.62
GP-2 (12') with filter 13:00 00 165 47 0.0 0 ) ) MW-8: 15.83
GP-2 (16" without filter V232014 1 4357 00 154 6.0 0.0 0 5-15 Trace 1019-1038 |\ \w-11: 17.50
GP-2 (16') with filter 13:07 00 153 4.9 0.0 0 MW-12: 17.46
GP-2 (12') without filter 1425 00 173 26 0.0 0 MW-7: 17.27
GP-2 (12') with filter 1425 00 173 4.1 0.0 0 ) MW-8: 17.41
GP-2 (16) without filter V282014 1 4450 00 152 65 0.0 0 S None 1030 -1033 fhny-11 & M-
GP-2 (16) with filter 1430 00 152 58 0.0 0 12: iced over
GP-2 (12) 2/6/2014 Inaccessible due to snow coverage from road plows 15-25 0.3 inches 1029 - 1032 | Inaccessible
GP-2 (12) without filter 1516 00 175 25 0.0 0 MW-7: 17.62
GP-2 (12') with filter 1516 00  17.7 38 0.0 0 ) ) MW-8: 17.77
GP-2 (16') without filter 2132014 | 4520 00 193 22 0.0 0 25-3% None 1003 -1018 1\1w-11 & Mw-
GP-2 (16) with filter 1520 00 195 06 0.0 0 12: iced over
GP-2 (12') without filter 1412 00 1638 43 0.0 0 MW-7: 17553
GP-2 (12') with filter 1412 00 168 40 0.0 0 ) ) MW-8: 17.66
GP-2 (16") without filter 2202014 1 1444 00 158 54 0.0 0 35-40 None 10101014 1y wv-11: 19:50
GP-2 (16') with filter 1414 00 159 45 0.0 0 MW-12: 19.27
GP-2 (12) without filter 1310 01 193 2.3 00 0 MW-7: 15.64
GP-2 (12') with filter 13:10 01  19.4 1.7 0.0 0 ) ) MW-8: 15.78
GP-2 (16') without filter 22172014\ 1347 00 172 48 0.1 0 15-25 Trace 1008 - 1024 |\ w112 17,50
GP-2 (16') with filter 1317 00 174 4.1 0.0 0 MW-12: 17.41
GP-2 (12) without filter 1421 00 178 23 0.0 0 MW-7: na
GP-2 (12') with filter 1421 00 7.7 4.1 0.0 0 ) ) MW-8: na
GP-2 (16') without filter 3/6/2014 00 1638 52 0.0 0 35-45 None 1020-1029 | \v11: na
GP-2 (16') with filter 00 167 5.1 0.0 0 MW-12: na
GP-2 (12) without filter 1557 00 181 35 0.0 0 MW-7: 14.12
GP-2 (12') with filter 11:57 00 180 37 0.0 0 Trace (0.15 MW-8: 14.32
GP-2 (16') without filter 41212014 00 173 44 0.0 0 50s inches) 1020 MW-11: 16.06
GP-2 (16') with filter 00 173 45 0.0 0 MW-12: 15.91
GP-2 (12') without filter 1518 02 163 30 0.0 0 MW-7: 16.84
GP-2 (12') with filter m | 1518 02 164 25 0.0 0 ] _ MW-8: 16.70
GP-2 (16') without filter 5/8/2014 1522 05 203 00 00 0 7585 None 10131017 1\ \v-11: 18.68
GP-2 (16") with filter 15:22 05 20.0 1.6 0.0 0 MW-12: 18.46
GP-2 (12) without filter 15:40 00 126 41 00 0 MW-7: na
GP-2 (12') with filter 15:40 00 126 37 0.0 0 ] ) MW-8: na
GP-2 (16') without filter 6/3/2014 15:45 01 116 4.4 0.0 0 75-85 Trace 10111014 1 \w-11: na
GP-2 (16') with filter 15:45 01 117 4.4 0.0 0 MW-12: na
GP-2 (12') without filter 1517 00 22 6.7 0.0 0 MW-7: 17.37
GP-2 (12') with filter 1517 00 2.1 6.4 0.0 0 ! . MW-8: 17.51
GP-2 (16') without filter TIR204 | 5os 10 17 6.7 1.7 35 075 None 1018-1020 |y pnve11: 19.36
GP-2 (16') with filter 1523 150 1.7 6.2 1.1 23 MW-12: 19.13
GP-2 (12') without filter 1440 133 22 7.4 16 3 MW-7: 18.33
GP-2 (12') with filter 1440 133 2.3 6.4 1.4 29 ] ) MW-8: 18.19
GP-2 (16) without filter 42014 1 1446 458 13 82 58 >100 70-80 None 10141017 |y aw-11: 2017
GP-2 (16') with filter 14:46 458 1.3 7.6 24 49 MW-12: 19.94
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GP-2 Field Monitoring Values
South Dayton Dump and Landfill Site
Moraine, Ohio

Sample PID Ambient Summary of | Barometric Water Levels
Location: Date: Time (ppm) 0,(%) C€CO,(%) CHM¥ (%) LEL(%) |Temperature| Recent Pressure (ft BTOR)
: pp F) Precipitation (hPa)
GP-2 (12) without filter 1551 256 0.9 85 2.7 55 MW-7: na
GP-2 (12') with filter 1551 256 0.9 8.2 18 36 : ) MW-8: na
GP-2 (16" without filter 82112014 | 1445 72 os 9.2 8.0 »100 519 1-14Inches | 10141018 | oy 14: na
GP-2 (16") with filter 14:45 72 0.8 8.2 24 48 MW-12: na
GP-2 (12) without filter 11:40 354 0.7 92 25 20 MW-7: 18.11
GP-2 (12°) with filter 11:40 354 0.7 7.4 24 48 ~ y MW-8: 18.25
GP-2 (16") without filter 8/28/2014 | 1143 400 17 95 5.9 >100 75-80 None 10181019 | \jvwv-q1: 20.10
GP-2 (16) with filter 11:43 400 1.6 8.3 22 45 MW-12: 19.87
GP-2 (12) without filter 14:40 265 3.8 76 23 26 MW-7: na
GP-2 (12') with filter 14:40 265 3.9 79 2.1 41 MW-8: na
GP-2 (16') without filter 9142014 14:45 382 6.1 7.1 33 66 85-90 None 10181019 1 \4w-11: na
GP-2 (16') with filter 14:45 382 6.1 73 3.0 60 MW-12: na
GP-2 (12') without filter 13:34 00 48 9.0 0.0 0 MW-7: na
GP-2 (12') with filter 13:3¢ 00 52 93 0.0 0 _ MW-8: na
GP-2 (16" without filter 10972014 | 1240 00 35 10.4 0.0 0 50s 03Inches | 1017-1021 | \niq1. na
GP-2 (16") with filter 1340 00 36 10.2 0.0 0 MW-12: na
GP-2 (12) without filter 13:43 00 146 41 0.0 0 MW-7: na
GP-2 (12') with filter 13:43 00 150 1.6 0.0 0 ’ _ MW-8: na
GP-2 (16" without filter 12612014 | 1346 00 136 46 0.0 0 30-35 None 1018-1023 | \iw.11: na
GP-2 (16") with filter 13:46 00 134 23 0.0 0 MW-12: na
GP-2 (12) without filter 16:00 00 206 0.0 0.0 0 MW-7: 17.85
GP-2 (12') with filter 16:00 00  20.7 0.0 0.0 0 ’ ) MW-8: 17.98
GP-2 (16" without filter 2162015 16:04 00 147 59 0.0 0 2535 None 1022-1030 | \wv-11: 19.81
GP-2 (16) with filter 16:04 00 14.8 5.2 0.0 0 MW-12: 19.59
GP-2 (12) without filter 16:09 00 95 42 0.0 0 MW-7: 17.45
GP-2 (12') with filter 16:09 00 9.8 34 0.0 0 ’ ) MW-8: 17.60
GP-2 (16') without filter 5202015 | 4641 00 74 52 0.0 0 50-60 Nene 1016-1022 | \wwv-11: 19.43
GP-2 (16) with filter 16:11_ 00 7.0 4.9 0.0 0 MW-12: 19.21
GP-2 (12) without filter 1400 00 44 9.0 0.0 0 MW-7: 17.75
GP-2 (12') with filter 14:00 00 44 8.4 0.0 0 ] ) MW-8: 17.56
GP-2 (16") without filter 8202015 | 1404 12 23 9.8 0.1 3 65-70 trace 10091017 1 ypwy-11: 19.54
GP-2 (16") with filter 14:04 12 25 96 0.1 2 MW-12: 19.30
GP-2 (12) without filter 1422 00 22 9.7 0.0 0 MW-7: 18.60
GP-2 (12') with filter 1422 00 23 75 00 0 ! ) MW-8: 18.46
GP-2 (16" without filter TB2015 | 4405 00 12 105 0.0 0 60-70 trace 10191021\ \wyiq1: 20,43
GP-2 (16") with filter 1425 00 1.2 8.7 0.0 0 MW-12: 20.20
GP-2 (12) without filter 1442 00 142 6.2 0.0 0 MW-7: 17 54
GP-2 (12") with filter 14:42 00 145 49 0.0 0 : ) MW-8: 17.40
GP-2 (16" without filter V282016 | 1447 00 120 7.9 0.0 0 35-45 trace 1005 -1012 | \wv-11: 19.37
GP-2 (16") with filter 1447 00 121 7.4 0.0 0 MW-12: 19.15
GP-2 (12) without filter 1426 749 15 75 135 >100 MW-7: 18.77
GP-2 (12) with filter 14:26 749 1.3 7.4 45 87 ) ) MW-8: 18.65
GP-2 (16") without filter L I S S 78 34.6 >100 88-91 None 1019-1020 | \\w-11: 20.61
GP-2 (16') with filter 14:32 981 14 75 5.0 >100 MW-12: 20.37
GP-2 (12) without filter 11:06 684 05 75 13.7 >100 MW-7: 19.08
GP-2 (12') with filter w | 11:06 684 101 34 2.1 42 ] ) MW-8: 18.86
GP-2 (16) without fiter | 7?%20167 | 1117 835 07 7.7 39.2 >100 85-86 None 1010-1014 1 \\w-11: 20.58
GP-2 (16') with filter 11:17 835 9.8 37 26 52 MW-12: 20.68
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GP-2 Field Monitoring Values
South Dayton Dump and Landfill Site
Moraine, Ohio

Sample PID Ambient Summary of | Barometric Water Levels
Location: Date: Time (ppm) 0,(%) C€CO,(%) CHM¥ (%) LEL(%) |Temperature| Recent Pressure (ft BTOR)
: pp F) Precipitation (hPa)
GP-2 (12") without filter 17:08 30.4 0.1 7.7 123 »100 MW-7: 19.20
GP-2 (12") with filter 17:08 304 0.1 7.6 4.5 91 ) R MW-8: 19.05
GP-2 (16") without filter 8512016 1712 630 02 79 37.3 160 87-91 None 10121014 1 \hw-11:21.03
GP-2 (16") with filter 17:12 63.0 0.9 7.4 5.1 >100 MW-12:20.78
GP-2 (12") without filter 11:25 41.8 0.0 8.2 155 >100 MW-7: 19.24
GP-2 (12") with filter 11:25 41.8 0.9 7.6 4.5 20 ) R MW-8: 19.38
GP-2 (16") without filter 8132016 | 113 730 o0 86 44.1 >100 79-84 trace 1011 -1015 |\ w-11: 20.97
GP-2 (16") with filter 11:32 73.0 1.6 7.7 4.9 99 MW-12: 21.08
GP-2 (12') without filter 11:04 8.1 0.0 8.9 18,7 >100 MW-7: 19.04
GP-2 (12') with filter 5] 11:04 8.1 0.1 8.6 4.1 82 MW-8: 18.90
GP-2 (16) without fiter | 81920167 | 4412 170 03 9.2 305 >100 77-86 None 1014 -1017 | \wv-11: 20.87
GP-2 (16") with filter 11:12 17.0 0.4 9.0 4.2 84 MW-12: 20.64
GP-2 (12') without filter 12:53 479 0.1 8.3 9.3 >100 MW-7: 18.99
GP-2 (12') with filter 12:53 47.9 0.1 8.3 3.4 68 MW-8: 19.12
GP-2 (16" without filter 232016 | 056 683 0.0 8.7 155 >100 75-80 None 10231026 1\ 1\v11: 20.70
GP-2 (16") with filter 12:59 68.3 0.0 8.7 3.5 70 MW-12: 20.81
GP-2 (12') without filter 13:08 60.7 0.4 8.8 6.4 >100 MW-7: 19.11
GP-2 (12") with filter 13:08 60.7 0.4 8.6 3.0 60 MW-8: 18.98
8/29/2016 79-88 N 1022 - 1025
GP-2 (16") without filter 13:13 825 0.2 93 187 >100 one MW-11:20.71
GP-2 (16") with filter 13:13 825 0.3 9.0 3.3 65 MW-12: 20.85
GP-2 (12") without filter 18.1 0.0 8.5 4.5 20 MW-7: 19.45
GP-2 (12") with filter 18.1 0.0 8.0 28 56 ) R MW-8: 19.29
GP-2 (16') without filter v/712016 330 00 87 13.3 >100 75-%0 None 10191022 |y pvy-11:21.74
GP-2 (16") with filter 33.0 0.0 8.5 3.6 73 MW-12:21.03
GP-2 (12) without filter 32.7 0.0 9.3 8.9 =100 MW-7: 19.37
GP-2 (12') with filter 32.7 0.0 9.4 32 65 MW-8: 19.22
GP-2 (16') without filter 9/14/2016 531 0.0 96 201 >100 80-85 Trace 10201024 \\w-11: 21.10
GP-2 (16") with filter 53.1 0.0 9.6 4.0 80 MW-12: 20.91
Notes:
m - The explosive gas monitor baseline reading was 1 percent LEL. The meter did not zero for LEL readings and the corresponding
methane readings were 0 percent; therefore, the readings of 1 percent are anomalous.
2] - The Landtec GEM 2000 combustible gas monitor measures explosive gases as a percent of methane by volume. The presence
of other hydrocarbon gases affects methane readings.
L -CO, readings started at 0.1 ppm.
1 -GHD field personnel noted the presence of a manhole (and a possible underground utility) located ~ 3 feet from GP-2 that may be contributing to elevated methane levels
Bl Collected SUMMA canister samples at GP-2 (12)(16")
PID - Photoionization Detector
O, - Oxygen
CO, - Carbon Dioxide
CH, - Methane
LEL - Lower Explosive Limit
NV - Not measured
U - Qualified as non-detect due to issues with the filter
Value - Value is greater than LEL for methane (5 percent methane)
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